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Technical data

45341183 HANSAPINTO - Umyvadlova baterie pro beztlakove ohfivace

vody

EAN: 4057304003028

static.hansa.com/45341183

e Washbasin

e Jednopakova, Nizky tlak
e Stojankova

e Chrom

e  Pevné vytokové rameno

e Aerator s laminarnim kfistalové Cistym proudem, CASCADE®

aerator

Paka se symboly teplé a studené vody, Jedna ovladaci paka
| rukojet

Filtr(y) na necistoty, ¢ 40 mm keramicka kartuse pro
ovladani teploty a pritoku vody

Flexibilni pripojovaci hadice

Instalacni systém 3S pro bezpecné a jednoduché uchyceni
baterie, Télo baterie z mosazy DZR

WithoutPopupWaste, WithoutDrawRodOpening

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Projection

Regulations
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SP45341183

Name
01 Paka
02 Krytka
03 Upevriovaci matice, M42 x1,5, SW 38
04 Kartuse, 4.0
05 Upeviiovaci Sroub, M8x1, L=130
06 Upeviovaci set
07 Regulator pratoku, 5 L/min
08 Cistici filtr
09 Aerator, M24x1, Low pressure
10 Mycka

Code

59914453
59914478
59914128
59914500
59914474
59914475
59914522
59914085
59902692
59913653
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