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51552293 HANSAPOLO - Umyvadlova baterie

EAN: 4057304002977

static.hansa.com/51552293

e Washbasin °

e Sbocnim ovladanim
e Stojankova

e Chrom

e Otocné vytokové rameno, Moznost omezeni rozsahu otaceni R

e  PCA® aerator s konstatnim pritokovym mnoZzstvim
nezavislym na zménach tlaku

Paka se symboly teplé a studené vody, Jedna ovladaci paka
| rukojet

Mechanicky uzavér odpadu s tahlem

Funkce pro nastaveni maximalni teploty a pritoku vody,
Teplotni omezovac (lze nastavit dodatecné)

# 35 mm keramicka kartuse pro ovladani teploty a pritoku
vody

e Flexibilni pripojovaci hadice
e Télo baterie z mosazy DZR, Montazni systém Rapid
Technical data
Flow properties
Flow-rate at 3 bar (with flow controller) 6.0 l/min
Technical properties
600 kPa
6 bar
DN-size (nominal dimension) DN15
Hot water supply max. +80°C 500 kPa
Working pressure 0.5-10 bar obar
Connection size G3/8
o 400 kPa
Projection 152 mm 4 bar
Material brass
300 kPa
Regulations § bar
EN standard EN 817 200 kPa
. 2 bar
Noise class 1(1503822)
100 kPa
1 bar
0 | 5155229
Q (Imin) 0 6 12 18 24 30
Qs) 0 0.1 0.2 03 04 05
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Spare parts
SP51542293
1 Name Code
Z/D 01 Vytokové rameno 59914427
A 3 02 Aerator, 6 |/min 59914428
(=] 03 Omezovac, 60°/0° 59914264
(=]
s 4 03 Omezova, 120° 59914429
=
=) 04 Tésnéni vytokoveho ramene 59914431
(=)
- 05 Kartuse, 3.5 Classic 59913075
E 06 Upeviiovaci matice, M40x1, SW30 59913210
07 Temperature adjustment limiter 59912325
08 Krytka, 33 x 3 mm 59912504
09 Paka 59914430
10 Upevriovaci $roub, M8x1, L=140 59912474
n Upeviiovaci set 59910749
NI, Vypoustéci ventil, (2019-) 59914764
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