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Technical data

55352203 HANSALIGNA - Umyvadlova baterie

EAN: 4015474264021

static.hansa.com/55352203

e Washbasin e Paka se symboly teplé a studené vody, Jedna ovladaci paka

e Sbocnim ovladanim | rukojet

o Stojankovd ° Soz(fymm keramicka kartuse pro ovladani teploty a prutoku
e (Chom o Flexibilni pripojovaci hadice

Otocné vytokové rameno . )
° Y e Télo baterie z mosazy DZR

e  PCA® aerator s konstatnim pritokovym mnoZzstvim
nezavislym na zménach tlaku, CACHE® aerator umistény
pfimo ve vytokovém rameni vodovodni baterie

e WithoutPopupWaste, WithoutDrawRodOpening

Flow properties

Flow-rate at 3 bar (with flow controller)

Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Projection

Material

Regulations

EN standard
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6.0 [/min

DN15

max. +80°C
1-10 bar
G3/8

116 mm

brass

EN 817

600 kPa
6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar
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Spare parts
SP55302203
Name Code
1 Paka, 2.5 59914001
11 Sroub, M5x8, SW2.5 59904755
13 Vymezovaci vlozka 59913762
2 Krytka 59913957
3 Upeviiovaci matice, M32x1, SW24 59913958
4 Kartuse, 2.5 59913914
5.1 Ovladaci tahlo vypoustéciho ventilu 59913959
510 Tésnéni, 9.5x14.4x2 59912551
53 0-krouzek, 35.00x2.50 59905020
5.7 Upeviovaci set 59913371
%é 58 Flexibilni hadicka, M8x1xG3/8, L=430 59913964
%g 59 0-krouzek, 6x1.4 59913266
S= 6 Vjitokové rameno 59914023
S= 6.1 Aerator, M18.5x1, TJ 59913366
== 6.2 Upeviovaci Sroub, M4x8 59913989
£
6.3 Kli¢ k perlatoru, M18.5 59913367
6.4 Fitting ring for aerator 59913654
6.6 Sroub, M&x7 59902075
6.7 Tésnici sada 59911884
7 Vypoustéci ventil 59911441
8 Kryt pfiruby, d 55 mm 59913963
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