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57522203 HANSALOFT - Umyvadlova baterie

EAN: 4015474263529

static.hansa.com/57522203

e Washbasin e Paka se symboly teplé a studené vody, Jedna ovladaci paka
e S bocnim ovladanim | rukojet
o Stojankova e ¢ 25mm keramicka kartuse pro ovladani teploty a prutoku
vody
e Chrom P
e Flexibilni pripojovaci hadice
Pevné vytokové rameno . )
° Y e Télo baterie z mosazy DZR
Vykyvny aerator, CACHE® aerator umistény pfimo ve _ . .
e vy : - . yp e WithoutPopupWaste, WithoutDrawRodOpening
vytokovém rameni vodovodni baterie
|
Technical data
Flow properties
Flow-rate at 3 bar (with flow controller) 6.0 l/min
Pressure loss with flow (0.2 1/s) 2bar
. . 600 kPa N B I
Technical properties 6 bar
DN-size (nominal dimension) DN15
500 kPa
Hot water supply max. +80°C o bar
Working pressure 1-10 bar
Connection size G3/8 4004';?
Projection 146 mm
300 kPa
Regulations § bar
EN standard EN 817 200 kPa
2 bar
100 kPa
1 bar
0 | | 57522203
Q (Imin) 0 6 12 18 24 30
Q(isy 0 0.1 0.2 03 04 05
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Spare parts
SP57552203
5.1 Name Code
1 Paka 59914010
11 Sroub, M5x6, SW2.5 59912617
13 Vymezovaci vlozka 59913762
2 Krytka 59914011
3 Matici, M32x1, SW30 59914012
4 Kartuse, 2.5 59913914
5.1 Ovladaci tahlo vypoustéciho ventilu 59914014
5.10 Tésnéni, 9.5x14.4x2 59912551
52 Spojovaci dil tahel 59904624
53 0-krouZek, 35.00x2.50 59905020
57 Upevriovaci set 59913371
S 58 Hadice, M8x1, G3/8, L=480 59914008
ﬁ 59 0-krouzek, 6x1.4 59913266
E% 6 Aerator, M24x1 HC SSR-STD 59914015
% %j 6.1 Fitting ring for aerator 59914007
5.6 s 63 KIE 59914013
= E 7 Vypoustéci ventil 59911441
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