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Technical data

HANSH

57562103 HANSALOFT - Baterie pro umyvadlovou misu

EAN: 4015474263512

static.hansa.com/57562103

e Washbasin e Teplotni omezovac (Ize nastavit dodatecné)
e Jednopakova e ¢35 mm keramicka kartuse pro ovladani teploty a pritoku
vody

e Stojankova

e Chrom e Médéneé pripojovaci trubky

. . e Télo baterie z mosazy DZR
e Pevné vytokové rameno

e PCA® aerator s konstatnim priitokovym mnoZstvim e WithoutPopupWaste, WithoutDrawRodOpening

nezavislym na zménach tlaku, CACHE® aerator umistény e forflat countertop washbasins
pfimo ve vytokovém rameni vodovodni baterie

e Paka se symboly teplé a studené vody, Jedna ovladaci paka
| rukojet

Flow properties
Flow-rate at 3 bar (with flow controller)
Pressure loss with flow (0.2 1/s)
Technical properties

DN-size (nominal dimension)
Hot water supply

Working pressure
Connection size

Projection

Regulations

EN standard
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Spare parts
1%?’
14 1 SP57562103
Name Code

2 @ 1 Paka 59914017
41— 11 Sroub, M5x6, SW2.5 59912617
. 5 _@ 13 Vymezovadi vlozka 59913762
e 2 Krytka 59914016
sl 3 Sroub, M&2x1, SW34 59913365
4 Kartuse, 3.5 Eco 59912324
4 Kartuse, 3.5 Classic 59913075
50-5 | 41 Temperature adjustment limiter 59912325
[% 43 0-krouzek, d 28.24x2.62 59912590
Lb 0-krouzek, d 10.10x1.60 59905072
53 0-krouzek, d 36,09 X d 3,53 59913396
L) & 57 Upeviiovaci set 59913371
58 Roura, M10x1640 59913372
5.9 0-krouzek, d 7.65x1.78 59902337
6 Aerator, M18.5x1, T} 59913366
6.1 Fitting ring for aerator 59913654
U 6.3 Kli¢ k perlatoru, M18.5 59913367
N.I. Klic, SW 30/34 59912108
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