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57799483 HANSALOFT - Nadomitkovy dil podom. vanové baterie,

75X75mm

EAN: 4057304014574
statichansa.com/57799483

e Bathtub

e Sada pro konecnou montaz, Jednopakova

e Montaz na okraj vany, Montaz do obkladt

e Chrom

e Jedna ovladaci paka / rukojet, Paka se symboly teplé a

studené vody

Ruéni sprcha, Sprchova hadice (1750 mm)

Intenzivni proud

¢ 40 mm keramicka kartuSe pro ovladani teploty a pritoku
vody, Zpétny ventil (zpétné ventily), Filtr(y) na necistoty

Squarewallrosette

Flow properties

Flow-rate at 3 bar

Technical properties

Hot water supply
Working pressure
Material

Regulations

EN standard

13.2/min

max. +90°C
0.5-10 bar

brass

EN 817
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Spare parts
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SP57799483
Name
01 Paka
02 Zaslepka
03 RuZice
04 Kryci dil, d 72 mm, for Compact
04 Kryt pfiruby, 7575 mm
05 Kryci dil, d 72 mm
05 Kryt priruby, 7575 mm
06 Rukojet regulatoru pritoku
07 RuZice
08 Kryt priruby, 7575 mm
08 Kryci dil, d 72 mm
09 Priichodka
10 Sprchova hadice, L=1750, M12x1-1/2
n Zpétny ventil
2 Sroub, M4x45

Code
1003930V
59914573
59914572
59914667
59914213
59914668
59914214
59914669
59914671
1003885V
59914672
59914673
59912281
59905714
59912291
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