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Technical data

88623045 HANSAHOME - Nadomitkovy dil podom. vanoveé baterie

EAN: 4015474279148

statichansa.com/88623045

e Bathtub °

e Termostaticky, Sada pro konecnou montaz °

e Upevnéni na zed pro vestavénou jednotku
e Chrom
e Rukojet regulatoru teploty, Rukojet regulatoru pritoku

e Otocny prepinac

Bezpecnostni pojistka proti opareni pfi 38 °C

Termostaticka kartuse pro ovladani teploty, Vakuova
pojistka, Zpétny ventil (zpétné ventily)

Tlumice

Télo baterie z mosazy DZR, Prepinac s funkci uzavfeni a
regulace pratoku vody

Roundwallrosette, FunctionUnitFixedWithScrews,
BLUECLICK, BLUETUNE

Flow properties

Flow-rate at 3 bar

Technical properties

Hot water supply

Working pressure

Regulations

EN standard
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222/ 22.21/min

max. +90°C

1-10 bar

EN 1111
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Spare parts

SP88623045
Name Code

1 Ovladaci paka 59914322
11 Temperature adjustment limiter 59914426
2 Kryt pfiruby, d 170 mm 59914317
21 RuZice 59914294
22 Upevriovaci ast 59914307
23 Sroub, M4.5x80 59912890
3 Ovladac regulatoru teploty 59914320
4 Termoelement/Kartuse, 3.4 59914114
41 0-krouZek 59914113
42 Upeviovaci matice, M36x1.5, SW38 59914319
5 Prepinac/Kartuse 59914183
7 Funkcni jednotka, ( 81143572 ) 59914314
7.1 0-krouzek, 23.47x2.62 59914304
72 Zpétny ventil 59905714
8 Montazni kit 59914186
NI, Sroubovak, 5 mm 59914334
N.I. Nastavec-sada, 15 mm, d:170 mm 59914191
NI Adaptér, H/C reversed 59914184
N.I. Nastavec-sada, 15 mm 59914182
NI Tlumic 59904792
NI Upevriovaci Sroub, Méx13 59914657
NI, Temperature adjustment limiter, max 38°C 59914619
NI Prepinac, 240°, (8114, 8862) 59914656
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