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Technical data

89859083 HANSATWIST - Nadomitkovy dil podom. sprchové baterie

EAN: 4015474285552

statichansa.com/89859083

Jednopakova, Sada pro konecnou montaz
e Upevnéni na zed pro vestavénou jednotku

e Chrom

Shower °

Paka se symboly teplé a studené vody, Jedna ovladaci paka
| rukojet

Funkce pro nastaveni maximalni teploty a pritoku vody,
Teplotni omezovac (lze nastavit dodatecné)

¢ 35 mm keramicka kartuse pro ovladani teploty a pritoku
vody

Squarewallrosette, FunctionUnitFixedWithScrews,
BLUECLICK

Flow properties

Flow-rate at 3 bar

Technical properties

Hot water supply

Working pressure

Regulations

EN standard
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22.2/min

max. +90°C

0.5-10 bar

EN 817

600 kPa
6 bar

500 kPa
5 bar

400 kPa
4 bar

300 kPa
3 bar

200 kPa
2 bar

100 kPa
1 bar
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Spare parts
SP89859083
Name Code
Funkéni jednotka, 3.5 59914303
Kartuse, 3.5 Classic 59913075
1 3 Sroub rukav, M38x1 59912115
Temperature adjustment limiter 59912325
0-krouzek, 23.47x2.62 59914304
Kryt priruby, 185 x 150 mm 59914328
Upevriovaci ast 59914511
Sroub, M4.5x80 59912890
Krytka, (2011-) 59912511
Sroub, M5x8, SW2.5 59904755
1 3 Zaslepka Sedy 59912112

Montazni kit 59914186
Paka 59913911
Paka 59913910
Upeviiovaci Sroub, M6x13 59914657
Nastavec-sada, 15 mm 59914182
Adaptér, H/C reversed 59914184
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